
  

 share So, did you know you can
all your pictures and videos from 
a tablet or smartphone in large 

screen format with just this
small projector?

 Q4 – for home entertainment: games and video
 Q5 – great for portability 
 Q6 – the new Qumi, & the best solution for  wireless connectivity 
           with Android & iOS mobile devices
 Q7 Plus – a professional projector, for a brighter picture  

Imagine, that you can share special moments with your family & friends. 
       Enjoy playing games together, watching movies 
or recalling memories when going through photographs. 

Which Qumi projector will match your needs?

34 MM
475 grams

2,3 m of diagonal

LED 
technology:
up to 30,000 hours 
of operation

no cables 

instant switch 
on/off

Touch-sensitive keypad

3 years
guarantee

WXGA resolution
    up to 800 Lumens
    a 30,000 : 1 contrast ratio
    HD 720p

2,5 gB
memory

lamp free

WiFi 
connection 
(using EZCast 
pro app)



Model Qumi Q6 Qumi Q5 Qumi Q4 Qumi Q7 Plus 
              Display Type DLP®Technology by Texas Instruments DLP®Technology by Texas Instruments DLP®Technology by Texas Instruments DLP® Technology by Texas Instruments 
              Light Source 30,000 Hours LED 30,000 Hours LED 30,000 Hours LED 30,000 Hours LED 
              Brightness up to 800 Lumens up to 500 Lumens up to 500 Lumens up to 1000 Lumens 
              Native Resolution WXGA (1280 x 800) WXGA (1280 x 800) WXGA (1280 x 800) WXGA (1280 x 800) 
              Max. Resolution UXGA (1600 x 1200) UXGA (1600 x 1200) UXGA (1600 x 1200) UXGA (1600 x 1200) 
              Native Aspect Ratio 16:10 16:10 16:10 16:10 
              Contrast Ratio 30,000:1 30,000:1 30,000:1 30,000:1 
              Throw Ratio 1.55:1 1.55:1 1.55:1 1.30-1.43:1 
              Image Size (Diagonal) 30" - 90" 30" - 90" 30" - 90" 26" - 107" 
              Projection Distance 1 - 3m 1 - 3m 1 - 3m 0.8 - 3m 
              Projection Lens F/1.9, f=15.3 F/1.9, f=15.3 F/1.9, f=15.3 F/1.55, f=13.05 
              Zoom Ratio 1x 1x 1x 1.1x 
              Offset 105% 105% 105% 105% 
              Keystone Correction Vertical + 33°/ - 45° Vertical +/- 40° NA Vertical -35° / +32° 
              Speakers 2W x 1 2W x 1 NA 2W  x 2 
              I/O Connection Ports HDMI x2 (HDMI/MHL x1, HDMI x1), Audio-

Out (Mini-Jack), USB type A for multimedia 
and document viewer 

HDMI (HDMI/MHL x1), VGA Adaptor 24pin 
Universal Input, Composite Video, Audio-In 
(Mini-Jack), Audio-Out (Mini-Jack), USB type 
A for multimedia and document viewer 

HDMI (HDMI/MHL x1), VGA Adaptor 24pin 
Universal Input, Composite Video, Audio-In 
(Mini-Jack), Audio-Out (Mini-Jack), USB type 
A (Service) 

HDMI x2 (HDMI/MHL x1, HDMI x1), VGA-In  
D-Sub 15pin, Composite Video, Audio-In (RCA),  
Audio-Out (Mini-Jack), USB type A  
for multimedia and document viewer 

              Wireless Yes (integrated) Yes (using Wi-Fi dongle) No Yes (using Wi-Fi dongle) 
              PC Free supported file                                                              
,,,,,,,,,,,,,formats 

Document: Microsoft® Office (Word, Excel®, 
PowerPoint® w/o animation); PDF, TXT 
Images: JPEG, BMP 
Video:  AVI, MKV, TS, DAT, VOB, MPG, MPEG, 
MOV, MP4, WMV 
Audio: MP1/MP2/MP3, WAV, WMA, OGG, 
ADPCM-WAV, PCM-WAV  

Document: Microsoft® Office (Word, Excel®, 
PowerPoint® w/o animation); PDF, TXT 
Images: JPEG, PNG, BMP 
Video: MPEG-4, H.264, Divx™, WMV 
Audio: MP1/MP2/MP3, WAV, WMA, OGG, 
ADPCM-WAV, PCM-WAV  

  Document: Microsoft® Office (Word, Excel®,  
PowerPoint® w/o animation); PDF, TXT 
Images: JPEG, PNG, BMP 
Video: MPEG-4, H.264, Divx™, WMV 
Audio: MP1/MP2/MP3, WAV, WMA, OGG,  
ADPCM-WAV, PCM-WAV  

              Signal Compatibility SDTV/EDTV/HDTV(480i/p, 720p, 1080i/p), 
NTSC 4.43, PAL(B/G/H/I/M/N/60), SECAM(B, 
D, G, K, K1, L) 

SDTV(480i, 576i), EDTV (480p, 576p), HDTV 
(720p, 1080i/p), NTSC (M, 3.58/4.43 MHz), 
PAL(B/D/G/H/I/M/N), SECAM (B, D, G, K, K1, 
L) 

SDTV(480i, 576i), EDTV (480p, 576p), HDTV 
(720p, 1080i/p), NTSC (M, 3.58/4.43 MHz), 
PAL(B/D/G/H/I/M/N), SECAM (B, D, G, K, K1, 
L) 

SDTV(480i, 576i), EDTV (480p, 576p), HDTV 
 (720p, 1080i/p), NTSC (M, 3.58/4.43 MHz),  
PAL(B/D/G/H/I/M/N), SECAM (B, D, G, K, K1, L) 

              3D compatibility Yes Yes Yes Yes 
              Dimensions (W x D x H) 165 x 102.4 x 34 mm 160 x 102.4 x 32.3 mm 160 x 102.4 x 32.3 mm 238 x 180 x 40 mm 
              Weight 475 g 490 g 460 g 1.4 kg 
              Noise Level 34dB / 30dB (Normal/ ECO) 36dB / 28dB (Normal/ ECO) 36dB / 28dB (Normal/ ECO) 39dB / 33dB (Normal/ ECO) 
              Power Supply: AC 100-240V, 50/60Hz Consumption: 

66W/52W (Normal/ Eco), <0.5W (Standby 
Mode) 

Supply: AC 100-240V, 50/60Hz Consumption: 
62W/18W (Normal/ Eco), <0.5W (Standby 
Mode) 

Supply: AC 100-240V, 50/60Hz Consumption: 
62W/18W (Normal/ Eco), <0.5W (Standby 
Mode) 

Supply: AC 100-240V, 50/60Hz  
Consumption: 110W/85W (Normal/Eco),  
<0.5W (Standby Mode) 

              Available Colours Black, White, Light Blue, Red, Orange, Gold, 
Charcoal Gray 

Black, White, Red White Black, White 

              Warranty 3 Years Warranty/5 Years Education 3 Years Warranty/5 Years Education 2 Years Warranty 3 Years Warranty 
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