






U500 CC
CARDIOID CONDENSER 
MICROPHONE HEAD

U500 CH
HYPERCARDIOID CONDENSER 
MICROPHONE HEAD

U500 DC
DYNAMIC  
MICROPHONE HEAD

U500 DH
HYPERCARDIOID DYNAMIC 
MICROPHONE HEAD

U500 GC
INSTRUMENT CABLE FOR U® SERIES BODYPACK

U300 RK
RACKMOUNT KIT FOR U300®  RECEIVER

SPECIFICATIONS:
Art. No.: LDU500CC LDU500CH LDU500DC LDU500DH
Product type: Microphone Accessories Microphone Accessories Microphone Accessories Microphone Accessories
Microphone type: Condenser Condenser Dynamic Dynamic
Directivity: Cardioid Hypercardioid Cardioid Hypercardioid
Sensitivity: 5.6 mV / Pa 5.6 mV / Pa 2.8 mV / Pa 2.4 mV / Pa
Connector: Screw contact Screw contact Screw contact Screw contact
Colour: Silver Black Black Black
Length: 70 mm 70 mm 70 mm 70 mm
Diameter: 50 mm 50 mm 51 mm 51 mm
Weight: 0.11 kg 0.11 kg 0.136 kg 0.136 kg
Features: Gold contacts, customized shock 

mount
Gold contacts, customized shock mount Gold contacts, customized shock mount, 

low-noise FET impedance converter
Gold contacts, customized shock mount, 
low-noise FET impedance converter

U300® SERIES

U300®  SERIES
ACCESSORIES

WIRELESS SYSTEMS & MICROPHONES
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WIN 42  SERIES
TRUE DIVERSITY PROFESSIONAL WIRELESS SYSTEMS

Operating in the 734 – 776 Mhz band, the professional WIN 42 Series true diversity wireless includes a total of 1,680 UHF channels, infrared syncing and selectable RF output up to 50 mW. 
With lightweight beltpack transmitters, single and dual receivers and a selection of handheld, clip-on and headset microphones, the WIN 42 Series provides unrestricted movement 
while delivering crystal clear vocals and instrument sounds with extended Frequency range.

· Professional true diversity wireless microphone systems
· Extended transmission range and Frequency range
· Up to 50 mW RF output and 1680 UHF channel
· Dynamic, condenser, headset, lapel and horn clip-on microphones

professional wireless systems.
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FUTURE READY
The WIN 42 true diversity wireless microphone systems work 
in two different professional UHF frequency ranges: 734 - 776 
MHz and 516 – 558 MHz (B5 models). 

SIMPLE IS BETTER
The threaded connection 

allows to swap the 
microphone head of the 

handheld transmitter 
from dynamic to 

condenser and vice versa 
quickly and easily. 

PROFESSIONAL FEATURES

Transmitter battery status indicator on receiver, “Mute on/
off” from receiver, 4 EQ presets from receiver, 3 settings for 
the transmitting power (10, 30, 50 mW), Audio sensitivity 
adjustable, Squelch/EQ/Naming adjustable, menu lock 
function, Audio/Volume/Radio level indication.

WE DO THE JOB FOR YOU
The "Channel Scan" function assists you in finding 
and tuning to a transmission frequency without 
interference. This frequency is then transmitted 
simply and conveniently from receiver to 
transmitter via an infrared link.

THE RIGHT SOLUTION FOR ANY LIVE 
APPLICATION

Up to 20 wireless microphone systems simultaneously 
thanks to 1680 freely selectable frequencies. The 

system offers 20 groups with 577 fixed frequencies and 
255 selectable addresses.

LOW ENERGY CONSUMPTION
Up to 14 hours operation with 2 standard AA 
batteries.

WIN 42  SERIES

WIRELESS MICROPHONE AVAILABLE 
WITH THREE FREQUENCY RANGES: 
Standard: 734 - 776 MHz
B5: 516 - 558 MHzprofessional wireless systems.

WIRELESS SYSTEMS & MICROPHONES
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WIN 42  SERIES
TRUE DIVERSITY PROFESSIONAL WIRELESS SYSTEMS

WIN 42 BPH (B5)  
WIRELESS MICROPHONE SYSTEM 
WITH BELT PACK AND HEADSET

WIN 42 BPH2 (B5)         
WIRELESS MICROPHONE SYSTEM 
WITH 2 X BELT PACK AND 2 X HEADSET

WIN 42 HHD (B5)  
WIRELESS MICROPHONE SYSTEM
WITH DYNAMIC HANDHELD MICROPHONE

WIN 42 HHD2 (B5) 
WIRELESS MICROPHONE SYSTEM 
WITH 2 X DYNAMIC HANDHELD MICROPHONE

WIN 42 HHC (B5) 
WIRELESS MICROPHONE SYSTEM 
WITH CONDENSER HANDHELD MICROPHONE

WIN 42 HHC2 (B5)  
WIRELESS MICROPHONE SYSTEM 
WITH 2 X CONDENSER HANDHELD MICROPHONE

WIN 42 HUB  
CONTROLLER HUB
 FOR WIN42 WIRELESS SYSTEMS INCLUDING WIN 42 

CONTROL CENTER SOFTWARE
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ADDITIONAL AVAILABLE CONFIGURATIONS:
WIN 42 BPL (B5)	 WIRELESS MICROPHONE SYSTEM WITH BELT PACK AND LAVALIER MICROPHONE
WIN 42 BPW (B5)	 WIRELESS MICROPHONE SYSTEM WITH BELT PACK AND BRASS INSTRUMENT MICROPHONE
WIN 42 BPG (B5)	 WIRELESS MICROPHONE SYSTEM WITH BELT PACK AND GUITAR CABLE
WIN 42 BPHH (B5)	 WIRELESS MICROPHONE SYSTEM WITH BELT PACK AND HEADSET BEIGE-COLOURED
WIN 42 BPHH 2 (B5)	 WIRELESS MICROPHONE SYSTEM WITH 2 X BELT PACK AND 2 X HEADSET BEIGE
WIN 42 BPW 2 (B5)	 WIRELESS MICROPHONE SYSTEM WITH 2X BELT PACK AND 2X BRASS INSTRUMENT MICROPHONE
WIN 42 HBHH 2 (B5)	 WIRELESS MICROPHONE SYSTEM WITH BELT PACK, HEADSET BEIGE-COLOURED AND DYNAMIC HANDHELD MICROPHONE
WIN 42 BPG 2 (B5)	 WIRELESS MICROPHONE SYSTEM WITH 2 X BELT PACK AND 2 X GUITAR CABLE

* Systems working in the frequency range 516 – 558 MHz are marked with the code B5 at the end of the article number (ex: LDWIN42HHDB5)

Art. No.: LDWIN42R (B5)
Channels: 1,680 

(20 groups + 1 user group)
Frequency range: 734 – 776 MHz / 

516 – 558 MHz (B5)
Audio frequency range: 60 Hz – 16 kHz
THD: < 1%
Signal/Noise ratio: > 100 dB
Audio output: XLR balanced / 

6.3 mm jack unbalanced
Power supply: external power adapter 

13,5 V DC, 500 mA
Dimensions (W x H x D): 212 x 44 x 184 mm
Weight: 970 g

Art. No.: LDWIN42R2 (B5)
Channels: 2 x 1,680 

(2 x 20 groups + 1 user group)
Frequency range: 734 – 776 MHz /

516 – 558 MHz (B5)
Audio frequency range: 60 Hz – 16 kHz
THD: < 1%
Signal/Noise ratio: > 100 dB
Audio output: XLR balanced / 

6.3 mm jack unbalanced
Power supply: external power adapter 

13,5 V DC, 1,000 mA
Dimensions (W x H x D): 480 x 44 x 190 mm
Weight: 2.4 kg

Art. No.: LDWIN42MD/MC (B5)
Channels: 1,680
Frequency range: 734 – 776 MHz / 

516 – 558 MHz (B5)
Audio frequency range: 60 Hz – 16 kHz
RF output power: adjustable 10 mw / 

30 mw / 50 mw
Power requirements: 2 x AA size batteries 

(included)
Operating time: >13 h 

with alkaline batteries
Dimensions (L x Ø): 255 x 52 mm
Weight: 400 g (without batteries)

Art. No.: LDWIN42BP (B5)
Channels: 1,680
Frequency range: 734 – 776 MHz /

516 – 558 MHz (B5)
Audio frequency range: 60 Hz – 16 kHz
RF output power: adjustable 10 mw 

/ 30 mw / 50 mw
Input connector: mini XLR 3-pole (phantom 

power for headset)
Power requirements: 2 x AA size batteries
Operating time: >14 h with alkaline 

batteries (included)
Dimensions (W x H x D): 87 x 25 x 63 mm
Weight: 100 g (without batteries)

Art. No.: LDWIN42HUB
Type: software-based
Number of supported wireless systems: 16  
Indicators: 16 x LED activation indicator
Operating voltage:  9 V - 18 V DC, 300 mA
Dimensions (W x H x D): 482 x 44 x 160 mm
Weight: 2.5 kg
Accessories (included): 16 x RJ11 cable, power adapter, RJ45 cable, software CD, USB to RS485 converter, USB cable

SPECIFICATIONS RECEIVER: DOUBLE RECEIVER:

SPECIFICATIONS HUB:

HANDHELD TRANSMITTER: BELTPACK:

COMPONENTS:
WIN 42 MD (B5)           DYNAMIC HANDHELD MICROPHONE
WIN 42 MC (B5)	 CONDENSER HANDHELD MICROPHONE
WIN 42 BP (B5)	 BODYPACK TRANSMITTER FOR LD WIN 42 BPH WIRELESS MICROPHONE SYSTEM
WIN 42 R (B5)	 RECEIVER FOR LD WIN 42 WIRELESS MICROPHONE SYSTEM
WIN 42 R 2 (B5) 	 DUAL RECEIVER

AVAILABLE ACCESSORIES:
WIN 42 CC	 CONDENSER CASPULE
WIN 42 DC 	 DYNAMIC CAPSULE
WS 100 RK	 19" RACK KIT

WIN 42  SERIES
WIRELESS SYSTEMS & MICROPHONES
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WIRELESS SYSTEMS
ACCESSORIES

WIN 42 AD  
4-WAY ANTENNA SPLIT BOX

WS 100 TNC 10   
ANTENNA CABLE TNC TO TNC 10 M

WS 100 DA   
DIRECTIONAL ANTENNAS FOR WS100, WS1000, 
AND WIN42 SERIES

WS 100 AB   
ANTENNA BOOSTER

WS 100 TNC   
ANTENNA CABLE TNC TO TNC 0.5 M

Frequency band: 500 - 900 MHz
Frequency bandwidth: 400 MHz
Signal gain: 13 dB
Antenna input connection: TNC
Antenna output connection: TNC
Antenna input impedance: 50 Ohm(s)
Antenna output impedance: 50 Ohm(s)
Power consumption: 9 V DC V

Frequency band: 500 - 900 MHz
Frequency bandwidth:400 MHz 20 - 20.000 Hz
Signal gain: 3 dB
Antenna inputs: 2
Antenna input connection: TNC
Input impedance: 50 Ohm(s)
Power supply for antenna booster: 9 V
Antenna outputs: 4 x 2
Antenna output connection: TNC

Type: Directional Antennas
Frequency band: 500 - 900 MHz
Frequency bandwidth: 400 MHz
Impedance: 50 Ohm(s)
Antenna gain: 7 dBi
Antenna connector: TNC
Threaded connector: 5/8 "
Weight: 1,1 kg

Length: 0.5 m
Cable diameter: 5 mm
Jacket material: PVC
Line surge impedance: 50 Ohm(s)
Connector 1: TNC
Connector 2: TNC
Weight: 0,07 kg

Length: 10 m
Cable diameter: 5 mm
Jacket material: PVC 
Line surge impedance: 50 Ohm(s)
Connector 1: TNC
Connector 2: TNC
Weight: 0,4 kg

Output impedance: 50 Ohm(s)
Power supply for radio receiver: 4 x 12 - 18 V DC V
Operating voltage: 12 - 18 V DC, 3A
Operating voltage: 12 V DC - 18 V DC (100 mA)
Accessories (included): 10 x TNC cable, 0.5m , 2 x 

antenna , 2 x TNC adapter,   
4 x DC cable, 0.5m , 4 x 
Output 600 mA , Plastic 
case, Power supply

Weight: 4,705 kg
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WS 100 MH3   
HEADSET BEIGE-COLOURED

HSAE 1
PROFESSIONAL AEROBICS HEADSET MICROPHONE 
WATER-REPELLENT

U500 GC  
GUITAR CABLE

WS 100 ML 
LAVALIERE MICROPHONE

WS 100 MH1   
HEADSET

WS 1000 MW  
CLIP MICROPHONE FOR BRASS INSTRUMENTS

Type: Headsets
Frequency response: 20 - 20.000 Hz
Directivity: Cardioid
Nominal impedance: 680 Ohm(s)
Phantom power 
requierements:

5 V

Microphone input: Mini-XLR (3-pin, female)
Accessories (included): Foam windscreen
Weight: 0,06 kg

Frequency response: 50 - 18.000 Hz
Directivity: Cardioid
Sensitivity (quiescent voltage 
@ 1kHz):

- 45 dB +/- 3 dB

Nominal impedance: 250 Ohm(s)
Max. SPL (1% THD @ 1kHz): 133 dB
Phantom power 
requierements:

5 V

Microphone input: Mini-XLR (3-pin, female)
Cable length: 1.5 m
Accessories (included): Foam windscreen , Phantom power 

adapter LDPHA
Features: 70 mm gooseneck
Weight: 0,05 kg

Frequency response: 70 - 16.000 Hz
Directivity: Cardioid
Nominal impedance: 1400 Ohm(s)
Max. SPL: 125 dB
Phantom power 
requierements:

5 V

Microphone input: Mini-XLR (3-pin, female)
Accessories (included): Foam windscreen
Weight: 0,2 kg

Frequency response: 20 - 20.000 Hz
Directivity: Cardioid
Nominal impedance: 680 Ohm(s)
Phantom power 
requierements:

5 V

Microphone input: Mini-XLR (3-pin, female)
Accessories (included): Attaching clip , Foam windscreen
Weight: 0,026 kg

Connector 1: Mini-XLR (3-pin, female)
Connector 2: 6.3 mm jack
Length: 0.8 m
Weight: 0,045 kg

Frequency response: 80 - 16.000 Hz
Directivity: bi-directional
Sensitivity (quiescent voltage @ 1kHz): 0.4 mV/Pa
Nominal impedance: 1600 Ohm(s)
Signal-to-noise ratio: 76 dB
Microphone input: Mini-XLR (3-pin)
Accessories (included): Foam windscreen
Features: water-repellent
Weight: 0,175 kg

WIRELESS SYSTEMS & MICROPHONES
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WS ECO  SERIES
DIVERSITY WIRELESS SYSTEMS

 Available in three single-channel fixed frequency versions the WS ECO Series systems are the perfect entry-level UHF wireless solution. 
With handheld dynamic and headset microphones for unrestricted vocal performance and a beltpack plus guitar cable combo, the 
budget WS ECO systems provide exceptional sound, reliability and value.

· Entry-level wireless microphone systems
· 3 single-channel versions with fixed frequencies
· Handheld dynamic or headset microphones plus guitar version

enter the  wireless world.
ISM BAND 863 - 865 MHz
*ISM-band licence-free in Europe
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BECAUSE WE KNOW 
WHAT YOU WANT

The ECO 2 Sets by LD Systems are the perfect introduction to wireless audio transmission. High end 
components guarantee optimal audio transmission and reliable operation. You have the choice 

between four fixed frequencies, selected because of their superior transmission safety. The frequency 
band of 863 - 865 MHz permits operation in most EU countries with no registration or licensing required. 

SAVING ENERGY 
Thanks to its reliable technology and high-end components 
the WS ECO 2 has a very low-power consumption allowing 
up to 10 hour operation with 2 standard AA batteries, with a 
range of up to 50 m.

STAY IN CONTROL
The transmitters of the WS ECO 2 feature a Mute switch and a Gain 
sensitivity switch in order to match perfectly to your application and 
equipment. You will also enjoy the soft-touch surface and the decent 
battery status indicator.

WS ECO SERIES
WIRELESS SYSTEMS & MICROPHONES
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WS ECO  SERIES
DIVERSITY WIRELESS SYSTEMS

WS ECO 2 
1 CHANNEL DIVERSITY UHF WIRELESS SET

LD Systems ECO Sets are the perfect introduction to wireless audio 
transmission: All components guarantee optimal audio delivery via professional 
outputs. The extensive features of the LD WS ECO Series Sets are remarkable in this 
price category.  

• 1 channel UHF PLL diversity wireless system, available as vocal, 
   guitar or headset
• Handheld dynamic mic with sensitivity switch
• Long battery life

SET WITH HEADSET
LDWSECO2BPH1: 863.100 MHz
LDWSECO2BPH2: 863.900 MHz
LDWSECO2BPH3: 864.500 MHz
LDWSECO2BPH4: 864.900 MHz
LDWSECO2BPHB6I: 630,200 MHz
LDWSECO2BPHB6II: 633,400 MHz

SET WITH HANDHELD
LDWSECO2HHD1: 863.100 MHz
LDWSECO2HHD2: 863.900 MHz
LDWSECO2HHD3: 864.500 MHz
LDWSECO2HHD4: 864.900 MHz
LDWSECO2HHDB6I: 630,200 MHz
LDWSECO2HHDB6II: 633,400 MHz

SET WITH GUITAR CABLE
LDWSECO2BPG1: 863.100 MHz
LDWSECO2BPG2: 863.900 MHz
LDWSECO2BPG3: 864.500 MHz
LDWSECO2BPG4: 864.900 MHz

WS ECO 2x2 
2 CHANNEL DIVERSITY UHF WIRELESS SET 

LD Systems ECO Sets are the perfect introduction to wireless audio 
transmission: All components guarantee optimal audio delivery via 
professional outputs. 
The extensive features of the LD WS ECO Series Sets are remarkable in this price 
category. The frequency band of 863 – 865 MHz permits operation in most EU coun-
tries with no registration or licensing required.

• 2 channel UHF PLL diversity wireless system
• Available as vocal or headset
• Handheld dynamic mic with sensitivity switch

SET WITH HEADSET
LDWSECO2X2BPH1: 863.100 MHz & 864.500 MHz
LDWSECO2X2BPH2: 863.900 MHz & 864.900 MHz

SET WITH HANDHELD
LDWSECO2X2HHD1: 863.100 MHz & 864.500 MHz
LDWSECO2X2HHD2: 863.900 MHz & 864.900 MHz
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Art. No.:  LDWSECO2R   
Channels:  1
Transmission frequency 
range:

863,100 MHz (R1), 
863,900 MHz (R2), 
864,500 MHz (R3), 
864,900 MHz (R4)

Audio frequency range: 60 Hz - 16 kHz   
Modulation:  FM   
Signal-to-noise ratio: > 105dB   
Audio outputs: 6.3 mm jack / XLR
Dimensions (W x H x D):  235 mm x 44 mm x 118 mm   
Weight:  600 g   

Art. No.:  LDWSECO2BP
Channels:  1
Transmission frequency range: 863,100 MHz (BP1), 

863,900 MHz (BP2), 
864,500 MHz (BP3), 
864,900 MHz (BP4)

Frequency range: 60 Hz - 16 kHz   
Controls: Mic / 0dB / -10 dB switch, power 

(on/off/mute)   
Rated HF output power: 10 mW
Operating voltage: 2 x AA battery
Operating time: >10 h (with alkaline batteries)
Dimensions (W x H x D):  85 mm x 65 mm x 23 mm
Weight:  80 g (without batteries)

Art. No.:  LDWSECO2MD
Channels:  1
Transmission frequency range: 863,100 MHz (MD1), 

863,900 MHz (MD2), 
864,500 MHz (MD3), 
864,900 MHz (MD4)

Frequency range: 60 Hz - 16 kHz   
Microphone type: dynamic
Directivity: cardioid
Rated HF output power: 10 mW
Operating voltage: 2 x AA battery
Operating time: >10 h (with alkaline batteries)
Controls: Gain, transmission power Hi / Low, Power
Indicators: On / Low Battery
Dimensions (Length x Diameter):  250 x 53 mm 
Weight:  270 g

SPECIFICATIONS RECEIVER: SPECIFICATIONS BODY PACK:  

AVAILABLE ACCESSORIES:
ECO 2 MD 1   	 DYNAMIC HANDHELD MICROPHONE
ECO 2 MD 2   	 DYNAMIC HANDHELD MICROPHONE
ECO 2 MD 3   	 DYNAMIC HANDHELD MICROPHONE
ECO 2 MD 4   	 DYNAMIC HANDHELD MICROPHONE

ECO 2 BP 1 	 BODY PACK TRANSMITTER
ECO 2 BP 2	 BODY PACK TRANSMITTER
ECO 2 BP 3	 BODY PACK TRANSMITTER
ECO 2 BP 4	 BODY PACK TRANSMITTER

ECO 2 R 1 	 RECEIVER
ECO 2 R 2 	 RECEIVER
ECO 2 R 3 	 RECEIVER
ECO 2 R 4 	 RECEIVER

ECO 2X2 R 1	 DOUBLE RECEIVER
ECO 2X2 R 2	 DOUBLE RECEIVER

WS ECO SERIES

SPECIFICATIONS MICROPHONE:

SET WITH HANDHELD
LDWSECO2X2HHD1: 863.100 MHz & 864.500 MHz
LDWSECO2X2HHD2: 863.900 MHz & 864.900 MHz

WIRELESS SYSTEMS & MICROPHONES

139



U300®  IEM SERIES
IN-EAR MONITORING SYSTEM

We have developed the wireless U300® in-ear monitoring 
systems for unlimited freedom of movement on the stage with 
perfect in-ear monitor sound at all times. Developed in Germany, 
their clear, modern design and straightforward operation make 
them the perfect choice – not just for beginners.

·  Reliable wireless transmission with a range of up to 100 m
·  12 selectable channels
·  Choice of stereo or mono mode
·  Up to 6 systems can be used simultaneously
·  10-hour bodypack operating time with two AA batteries
·  Channel and RF reception displayed on bodypack
·  Transmitter in rugged metal casing with 
    stereo level display
·  Removable antenna with BNC connection
·  19” rack assembly kit included. 

U keep
control
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 UP TO
10 HOURS

U300® IEM SERIES

CAREFREE PACKAGE 
The bodypack receiver provides a very low power 
consumption allowing up to 10 hours operation with 
2 standard AA batteries. Available with or without 
earphones, the U300 IEM sets also include a very 
practical 19 inch rackmount kit.

ALL THE WAY ACROSS A FOOTBALL PITCH 
With a line-of-sight operating range of up to 100 metres, U300 IEM 
wireless in-ear monitoring systems cover the length of a football pitch! 

HEAR BETTER. SOUND BETTER.  
The system toggles between mono and stereo mode for perfect monitoring for live musicians, actors 
or speakers, and offers a stunning sound quality thanks to high end components. The U300 IEM series 

permits simultaneous operation of up to 6 transmitters and an unlimited amount of receivers, enough 
to equip your whole band.

THE WEDGE IN YOUR EAR
The U300 IEM series by LD Systems is the perfect introduction 

to wireless in-ear monitoring. High end components guarantee 
optimal audio transmission and reliable operation. Available in 

different frequency bands the U300 IEM series permits operation 
in most countries with no registration or licensing required.

IN EAR MONITORING
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U300®  IEM SERIES
IN-EAR MONITORING SYSTEM

U3XX* IEM	
IN-EAR MONITORING SYSTEM 

U3XX* IEM HP 	
IN-EAR MONITORING SYSTEM 
WITH EARPHONES

*Replace the XX with the desired version underneath to choose your frequency band:
U3047IEM // 470 - 490 MHz
U3051IEM // 514 - 542 MHz
U305IEM // 584 - 608 MHz
U306IEM // 655 - 679 MHz
U308IEM // 823 - 832 MHz + 863 - 865 MHz
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U300® IEM SERIES
IN EAR MONITORING

U3XX* IEM BP
BODYPACK TRANSMITTER

U3XX* IEM R
RECEIVER

SPECIFICATIONS RECEIVER:

SPECIFICATIONS:

Art.No.: LDU3XXR
Product type: Receiver
Modulation Type: FM
Channels / Groups: 12 / 1
Frequency response: 25 - 16,000 Hz
Noise reduction: Squelch
Transmission optimization: Pilot tone
THD: < 0.3 %
Signal-to-noise ratio: 104 dB
Audio output, balanced / unbalanced: XLR / 6.3 mm jack, switchable unbalanced output level
Max. output level: +10 dBu (Bal), +7 dBV (Unbal, Line), +2,5 dBV (Unbal, Instr) dBu
Controls: ASC Sync , Channel down , Channel up , Line/Instrument Level , Power, volume
Indicators: 5 LED VU meters , Antenna A/B , LC display
Dimensions (W x H x D): 211 x 43 x 120 mm
Accessories (included): 2 x AA battery , Audio cable , Power supply

Art. No.: LDU3XXBP
Product type: Bodypack
Channels / Groups: 12 / 1
Inputs: Mini-XLR (Phantom Powered Low-Z / High-Z Instrument)
Frequency response: 25 - 16,000 Hz
Signal-to-noise ratio: 104 dB
Rated HF output power: 10 mW
Controls: Gain (3-way switch) , Power On/Off
Indicators: ASC IR Sync (Green/Amber Blinking LED) , Battery (low battery: red) , Power LED (Power ON: green)
Operating time: >10 h
Dimensions (W x H x D): 65 x 91 x 25 mm
Weight: 0.085  kg
Other features: Belt clip , IR frequency synchronisation , Pilot tone

*Replace the XX with the desired version underneath to choose your frequency band:
U3047IEM // 470 - 490 MHz
U3051IEM // 514 - 542 MHz
U305IEM // 584 - 608 MHz
U306IEM // 655 - 679 MHz
U308IEM // 823 - 832 MHz + 863 - 865 MHz
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MEI 1000 G2 SERIES
IN EAR MONITORING SYSTEM

Comprising comfortable, snug-fit earbuds, a sleek beltpack receiver and 10mW transmitter with rackmount kit, the MEI 1000 G2 Series wireless in-ear monitoring system provides freedom 
of movement and natural, dynamic sound. With selectable mono, stereo and focus modes, a built-in limiter and convenient EQ control the MEI 1000 G2 delivers detailed, distortion-free 
audio. Available in three different frequency bands, the MEI 1000 G2 in-ear monitoring system allows for more than 12 hours of continuous operation with high quality batteries.

my band, my sound, my mei.

∙ Professional in-ear monitoring
· License-free operation with 96 selectable UHF channels
∙ Integrated EQ and limiter for well-balanced distortion-free audio
∙ Mono and stereo modes
P More than 12 hours of continuous operation
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RE-DISCOVER MONITORING
The LD Systems MEI 1000 G2 is a license-free in-ear 

monitoring system with 96 UHF channels that delivers 
outstanding sound quality with a large dynamic range and 

outstanding crosstalk behavior. 

YOU HAVE IT ALL 
The earphones are very comfortable to 
wear, and the multifunctional display on 
the receiver shows all relevant system 
information. The beltpack receiver also 
provides a very low power consumption 
allowing up to 12 hours operation with 2 
standard AA batteries. A 19" rackmount 
kit and a rugged ABS plastic carrying and 
storage case complete the MEI 1000 G2 
package.

MORE FOCUS. MORE HARMONY.
Switchable mono, stereo, and focus monitoring 
modes as well as adjustable EQ and limiter 
functions permit natural sound reproduction for 
any application, with a Frequency range of 60 
Hz - 16 kHz, a high S/N ratio, and low THD. The MEI 
1000 G2 permits simultaneous operation of up to 
5 systems allowing each band member to better 
focus on his performance, and thus, be in harmony 
with his band mate.

SPECIFICATIONS TRANSMITTER:

RECEIVER:

Art. No.: LDMEI1000G2T (B5/B6)
Channels: 96 (8 groups, 12 ch/group)
Frequency range: 823 – 832 and 863 – 865 MHz // B5: 584 - 608 MHz // B6: 655 - 679 MHz
Audio frequency range: 60 - 16,000 Hz
Modulation: wideband FM stereo
THD: < 1 %
Signal/Noise ratio: 85 dB(A)
Switching bandwidth: 11 MHz
Peak deviation: +/- 40 kHz
RF output power: 10 mW
Input voltage range: 20 dBV max
Power supply: 12 - 18 V DC / 300 mA
Dimensions: 200 mm x 96 mm x 44 mm
Weight: 900 g

Art. No.: LD MEI1000G2BPR (B5/B6)
Channels: 96 (8 groups, 12ch/group)
Frequency range: 823 – 832 and 863 – 865 MHz // B5: 584 - 608 MHz // B6: 655 - 679 MHz
Audio frequency range: 60 - 16,000 Hz
Modulation: FM stereo
THD: < 1 %
Signal/Noise ratio: > 80 dB 
Headphone output: 3.5 mm Stereo jack
Headphone output power: 100 mW
Power requirements: 2 x 1.5 V AA batteries
Battery life: >12 hours, depending on batteries
Dimensions: 90 mm x 65 mm x 24 mm
Weight: 90 g

AVAILABLE ACCESSORIES:
MEI 1000 G2 BPR (B5/B6)	 RECEIVER FOR MEI 1000 G2
IEHP 1	 PROFESSIONAL IN-EAR HEADPHONES
MEI 100 RK	 RACK KIT FOR MEI 100 G2 AND MEI 1000 G2

MEI 1000 G2 (B5/B6) 
IN-EAR MONITORING SYSTEM WIRELESS

MEI 1000 G2 SERIES
IN EAR MONITORING

NEW ADDITIONAL 
FREQUENCY RANGES AVAILABLE: 
Standard: 823 - 832 MHz & 863 - 865 MHz
B5: 584 - 607 MHz
B6: 655 - 679 MHz
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MEI 100 G2 SERIES
IN EAR MONITORING SYSTEM

 
Operating in three different frequency bands, the MEI 100 G2 Series in-ear monitoring system provides clean, professional wireless performance at a great price. Including a lightweight 
beltpack receiver, transmitter with rackmount kit and comfortable, high quality earbuds the MEI 100 G2 features stereo and mono transmission modes, a built-in limiter for distortion-free 
audio and easy-to-read LCD displays. 

my band, my sound, my mei.
· Affordable pro quality in-ear monitoring
· License-free operation with 96 selectable UHF channels
· Integrated limiter for distortion-free performance
· Mono and stereo modes
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THE WEDGE IN YOUR EAR
The LD Systems MEI 100 G2 is a license-free in-ear 

monitoring system with 96 UHF channels which 
offers outstanding sound quality and a large 

dynamic range.

CAREFREE PACKAGE  
Both transmitter and receiver feature 
multifunctional displays that show all 
important system information. The 
bodypack receiver also provides a very 
low power consumption allowing up to 
10 hours operation with 2 standard AA 
batteries. The MEI 100 G2 package includes 
high-quality earphones, a 19" rackmount 
kit, and a rugged transport and storage 
box made of ABS plastic.

HEAR BETTER. SOUND BETTER.
The system toggles between mono and stereo 
mode for perfect monitoring for live musicians, 
actors or speakers. A built-in limiter ensures 
even, distortion-free sound reproduction with a 
Frequency range of 80Hz - 15 kHz and stands out 
because of its high signal-to-noise ratio and low 
total harmonic distortion. The MEI 100 G2 permits 
simultaneous operation of up to 5 systems, 
enough to equip your whole band.

MEI 100 G2 (B5/B6)
IN EAR MONITORING SYSTEM

AVAILABLE ACCESSORIES:
MEI 100 G2 BPR  (B5/B6)	 RECEIVER FOR MEI 100 G2 
IEHP 1	 PROFESSIONAL IN-EAR HEADPHONES BLACK
MEI 100 RK 	 RACK KIT FOR MEI 100 G2 AND MEI 1000 G2

SPECIFICATIONS TRANSMITTER:

RECEIVER:

Art. No.: LDMEI100G2T (B5/B6)
Frequency range: 823 – 832 and 863 – 865 MHz // B5: 584 - 607 MHz // B6: 655 - 679 MHz
RF output power: 10 mW
Gain adjustment range: + 20 dB
Max. audio input level: + 14 dBu
Front panel controls: Power, set, up & down, headphone vol. control
Rear panel controls: Input level left/right, stereo/mono switch
Input: 2 x XLR / 6.3 mm combo balanced
Dimensions (W x H x D): 212 mm x 90 mm x 38 mm
Weight: 1 kg
Power requirements: 12 V to 18 V at 300 mA, external power supply

Art. No.: LDMEI100G2BPR (B5/B6)
Frequency range: 823 – 832 and 863 – 865 MHz // B5: 584 - 607 MHz // B6: 655 - 679 MHz
S/N ratio: > 95 dB
THD: < 1 %
Audio output level: 100 mW
Audio range: 80 Hz - 15 kHz +/- 3 dB
Dynamic range: > 90 dB, A-weighted
Dimensions (W x H x D): 95 mm x 65 mm x 25 mm
Weight: 100 g
Power requirements: 2 x 1.5 V AA batteries
Battery life: > 10 hours

MEI 100 G2 SERIES
IN EAR MONITORING

NEW ADDITIONAL 
FREQUENCY RANGES AVAILABLE: 
Standard: 823 - 832 MHz & 863 - 865 MHz
B5: 584 - 607 MHz
B6: 655 - 679 MHz
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The information contained in this publication, including numerical data, has been prepared as a general guide to the products, but intending 
buyers and users must satisfy themselves as to the suitability and the safety of the products for their particular purposes and duties. No 
responsibility is assumed for any errors herein. The company reserves the right to alter the designs and material specifications of  products 
                                                                                                                                                                                         shown in  this publication without notice. 
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LD-SYSTEMS.COM
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facebook.com/ldsystems
youtube.com/ldsystemsvideos
blog.adamhall.com
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